
  

3 Attach the supplied 

faucet diverter valve on 
the faucet as shown in figure 1.  
If one of the supplied adapters is 
required, install the adapter to the 
faucet first with the supplied 
washer and then attach the 



6 Flush and activate 
the filter with the unit still in the up-
side-down position on the counter. 
Turn the cold water supply on and 
pull the round activator button on 
the diverter valve so that water is 
diverted to the filter. The initial 
flow of water will be slightly dis-
colored and cloudy due to car-
bon fines and air bubbles. Allow 
the water to flow through the filter 
in this position until the water runs 
clear, this will usually take 2-3 min.
Then turn the filter right-side-up 
and let the water run for 2-3 min. 
Once the water appears clear and 
free from air bubbles… 
Drink and enjoy! 
  Product Specifications: 
This product is intended for 
use on municipally treated 
cold water only and should 

not be used on water of  
unsafe or unknown  

microbiological quality. 
 
Max. operating pressure: 
50 psi (pounds per sq. in.) 
Max. opperating temp: 
90 degrees F. 
Max. flow rate: 
0.5 gallons per minute. 
Capacity of filter cartridge: 
500 gallons / 6 months. 
 

7 Warranty registration 
 
It is very important to complete 
and return the enclosed warranty 
registration form. By completing 
this form and returning it , you acti-
vate the  100 day replacement 
warranty, which covers defects in 
materials and workmanship.  
 
The enclosed warranty registration 
card also explains our award win-
ning “Water 4 Life” program and 
Life Time product warranty. This 
program offers great benefits and 
savings. We strongly recommend 
that you review and consider this 
program. 
 

Thank You!  
 

Sun Water Systems, Inc 
325 N. Beach St. 

Fort Worth, Texas  76111 
Ph. 817-536-5250 
Fax. 817-536-5286 

Email; Info@Aquasana.com 
 
 
 

Made in the U.S.A. 


